IN THE CLAIMS: 

Please amend Claims 14, 22, 24, 26, and 28 as indicated below. The following 
is a complete listing of claims and replaces all prior versions and listings of claims in the present 
application: 



Claims 1-13 (canceled) 



Claim 14 (currently amended): A portable terminal apparatus comprising: 

a display for displaying received information; 

\ 

an indicator comprised of a single physical key for performing indicating an 
extraction of an information identification code and indicating a transmission of the information 
identification code to an e; eternal device, which wherein the external device acquires information 
'corresponding to the information ideftfrfre^tion code by a same single physical key by a single 
o p e r ation , and wherein t^e infopi^^^ code specifies information stored in the 

external device and indicates to the external device to display a window for designating printing 
conditions of the information; * 

an extraction unit for, when an extraction of an information identification code 

/ 
( 

is indicated by said indicator, extracting at once all of an extractable information identification 
code from the information displayed by said display; 

a memory for storing the information identification code extracted by said 

\ 

extraction unit; and 
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a transmitter for, when transmission of an information identification code is 
indicated by said indie itor, transmitting at once all of the information identification code stored 



in said memory to the 



jxternal device. 



Claims 15-17 (canceled) 
i 



Cld 



m 18 (previously presented): The apparatus according to claim 14, 




wherein the information identification code is information formed from numerical information. 

Clapi 19 (ppeviousfy^resented): The apparatus according to claim 14, further 
comprising an inquiry unit |6r^afl^r the information identification code is transmitted by said 
transmitter, inquiring whether the information identification code stored in said memory is to be 
erased. 

Claim 20 (previously presented): The apparatus according to claim 19, further 
comprising an eras© unit for erasing the information identification code when erasure of the 
information identiiication code is instructed as a result of an inquiry by said inquiry unit. 

Claim 21 (canceled) 



Claim 22 (currently amended): A method of controlling a portable terminal 
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apparatus, said ipethod comprising: 

a display step of displaying received information; 
an extraction indication step of p e rforming using a single physical key to 
indicate an extraction of an information identification code and indicating a transmission of the 
information identification code to an external device, which wherein the external device acquires 
information corresponding to the information identification code by a sam e singl e physical key 
by a single operation , and wherein the information identification code specifies information 
stored in the external device and ij&icate^to the external device to display a window for 
designating printing condition^fth^infonnatioh; 

i extraction step of, when an extraction of an information identification code 
is indicated in said extraction indication step, extracting at once all of an extractable information 
identification code fom the information displayed in said display step; 

a storage step of storing the information identification code extracted in said 
extraction step; and 

a transmission step of, when transmission of an information identification code 
is indicated in said extraction indication step, transmitting at once all of the information 
identification code stored in said storage step to the external device. 



Claim E3 (canceled) 



Claim 2tt (currently amended): A computer-readable storage medium storing a 
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program for implementing a method of controlling a portable terminal apparatus, the program 
comprising: 

program code of a display step of displaying received information; 
1 program code of an extraction indication step of p e rforming using a single 
physical key to indicate an extraction of an information identification code and indicating a 
transmission of thi information identification code to an external device, which wherein the 
external device acquires information corresponding to the information identification code byst 
same singl e physical k e y by a singl e opcratioi^ and wherein the information identification code 



identification code i 



specifies information stored in the external device and indicates to the external device to display 
a window for designating printing c^nditi^n^of the information; 

prpgram code of an extraction step of, when an extraction of an information 
indicated in the extraction indication step, extracting at once all of an 
extractable informati )n identification code from the information displayed in the display step; 

program code of a storage step of storing the information identification code 
extracted in the extraction step; and 

program code of a transmission step of, when a transmission of an information 
identification code is indicated in the extraction indication step, transmitting at once all of the 
information identification code stored in the storage step to the external device. 



Claim 25 (canceled) 
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Claim 26 
program for implementing 
product comprising: 

program 
program 

indicate an extraction of aA 



(currently amended): A computer program product embodying a 
a method of controlling a portable terminal apparatus, said program 



code of a display step of displaying received information; 
code of an extraction indication step of using a single physical key to 
information identification code and indicating a transmission of the 



information identification code to an external device, which wherein the external device acquires 




information corresponding to the ii^rmattc^a^d^itification code by a same single physical key 
by a singl e ope r ation , and whereffTtheJnformation identification code specifies information 
stored in the external dev ce a^id indicates to the external device to display a window for 
designating printing conditions of the information; 

progran code of an extraction step of, when an extraction of an information 
identification code is indicated in the extraction indication step, extracting at once all of an 

identification code from the information displayed in the display step; 



extractable information 



ram 



progijam code of a storage step of storing the information identification code 
extracted in the extraction step; and 

program code of a transmission step of, when a transmission of an information 



identification code is 



CL 



indicated in the extraction indication step, transmitting at once all of the 



information identific ition code stored in the storage step to the external device. 



r 



im 27 (canceled) 
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a 



transmission of the 



aim 28 (currently amended): A computer data signal for controlling a 



portable terminal apparatus, said signal p r og r am comprising: 

(lata code signal of a display step of displaying received information; 
. c ata code signal of an extraction indication step of p e rforming using a single 
physical key to indiclate an extraction of an information identification code and indicating a 



information identification code to an external device, which wherein the 



external device acqu res information corresponding to the information identification code by^a 



sam e single physical 



key by a single ope r ation , and wherein the information identification code 



specifies information stored iiTme^xteQiaUievice and indicates to the external device to display 
a window for design iting pricing conditions of the information; 

a data code signal of an extraction step of, when an extraction of an 
information identification code is indicated in the extraction indication step, extracting at once all 
of an extractable information identification code from the information displayed in the display 
step; 

a data code signal of a storage step of storing the information identification 
code extracted in the extraction step; and 

data code signal of a transmission step of, when a transmission of an 
information identification code is indicated in the extraction indication step, transmitting at once 
all of the information identification code stored in the storage step to the external device. 



